17. NOTES/DRAWING

A.

QUALITY ASSURANCE PROVISION:

1. PRESERVATION AND PACKING SHALL BE INSPECTED IN

CONTAINER CLOSURE SHALL BE IN ACCORDANCE WITH THE CONTAINER

Form Approved -
SPECIAL PACKAGING INSTRUCTION OM8 No. 07010188 %wz\
1. PART OR DRAWING NO. 2. CODE INDENT 3. SPI NO. 7
11660968 19207  ADJUSTER, TRACK 19207 AK 04036776
3. NATIONAL STOCK R 5 obgﬂ_ﬂﬂlllgﬂwdz
2530-00-403-6776 1-27-92 F
7. QU 9. UNIT PACK WT. 110, UNTT PACK CU 11, UNIT PACK SIZE
001 12.8 0.146 17.9 x 4.2 x 3.4
R TR ED 20.

12. PRESERVATION STEPSIREQD DESCRIPTION
a. LEVELA 18 PRESERVATTVE: MIL-G-10G24

MIL-P-116 METHOD I 2C PRESERVATIVE: MII-C-14173 (R 4
b LEVELB 3 INTIMATE WRAP: MIT-B~]2] TY 1T, CR 4. 1 2

NOT APPLICABLE SIZE: 18 x 18

4 CUSHTONING: PPP=P-261, ST . TY TIT. SI7E.
13. CLEANING MIL-P-116 C-1 18 % 18
14, DRY 5 CONTAINER: PPP-B-636, ST FOL, GR WSc. TV CF
. NG MI1-P-116 CL WR, STZE: 3 x 2-7/8 x 16-3/4
6D CLOSURE: PPP-T-60, TY II1, CL |. ST7=.

15. PACKING 12 x 2 (2 BCS)
a. LEVELA

MIL-STD-2073-1
b. LEVELB

MIL-STD-2073-1
16. MARKING

MIL-STD-129

ACCORDANCE WITH MIL-STD-2073.

APPLY PRESERVATIVE THROUGH GREASE FITTINGS.

APPLY PRESERVATIVE TO UNPAINTED EXTERIOR METALLIC SURFACES.
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